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Employers must take measures in their workplaces to prevent employees
from falling off overhead platforms, elevated work stations or into holes in
floors and on roofs.

➢ Workers must have fall protection, such as guardrails, whenever they
are exposed to hazards at 4’ or more above a lower level.

➢ Guardrails must be constructed properly.

➢ Guardrails must be able to stand up to use and prevent someone from
falling!

➢ Guardrails must be maintained throughout all phases of work on the
site where the fall hazard is present.

➢ Damaged or broken guardrails must be repaired or replaced
immediately upon discovery.

OSHA Standard 1910.29(b)(1) Guardrail systems. The employer must ensure
guardrail systems meet the following requirements: The top edge height of top rails,
or equivalent guardrail system members, are 42 inches (107 cm), plus or minus 3
inches (8 cm), above the walking-working surface. The top edge height may exceed
45 inches (114 cm), provided the guardrail system meets all other criteria of
paragraph (b) of this section (see Figure D-11 of this section).

➢ Top rails must be constructed at a height of 42”
(plus or minus 3”) and must be able to
withstand 200 lbs of force downward and
outward in the direction of the hazard or fall
area.

➢ Mid rails must be installed at a height of 21” or
mid-way between the surface and the top rail
and must be able to withstand 150 lbs of force.

➢ Toeboards must be at least 3.5” high and
designed to withstand 50 lbs of force. Toeboards
are an important part of falling object protection
for workers on the lower levels of the worksite.
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